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Abstract: This paper presents the results for the operating energy performance of the smart operation
for a low carbon energy region (SOLCER) house. The house design is based on a ‘systems’ approach,
which integrates the building technologies for electrical and thermal energy systems, together with
the architectural design. It is based on the concept of ‘energy positive’ buildings, utilising renewable
energy systems which form part of the building envelope construction. The paper describes how
the building energy model HTB2, with a range of additional ‘plugins’, has been used to simulate
specific elements of the design and the overall energy performance of the house. Measurement data
have been used in combination with the energy simulation results to evaluate the performance of the
building together with its systems, and identifying the energy performance of individual components
of the building. The study has indicated that an energy-positive performance can be achieved through
an integrative systems approach. The analysis has indicated that the house, under normal occupancy,
needs to import about 26% of its energy from the grid, but over the year its potential export to import
ratio can reach 1.3:1. The paper discusses the performance gap between design and operation. It also
considers the contribution of a transpired solar air collector (TSC) to space heating. The results have
been used to gain a detailed understanding of energy-positive performance.
Keywords: energy-positive house; building energy modelling; whole house systems approach;
renewable energy; energy storage
1. Introduction
To meet the target of a 100% reduction in the UK’s carbon emissions by 2050 [1], it is necessary
to reduce the carbon emissions associated with the residential sector, which accounts for some 17%
of the UK’s total energy consumption in 2017 [2]. The UK has set a target of nearly-zero-energy new
housing in compliance with the EU directive [3], by the end of 2020, which means ‘a building that
has a very high energy performance’, where the ‘nearly zero or very low amount of energy required
should be covered to a very significant extent by energy from renewable sources, including energy
from renewable sources produced on-site or nearby’. The regulated energy in the UK is for heating,
cooling, lighting and ventilation. Under the forthcoming regulation changes, renewable energy will
also potentially contribute to the unregulated electrical appliance loads. Even so, in most cases there
will still be a net energy import from the grid over the whole year [4,5].
A zero-energy building (ZEB) can be defined as a net zero emission building in terms of carbon
dioxide emissions, where the carbon emissions generated from grid-based fossil fuel energy use are
balanced by the renewable energy generation on the building itself [6]. Case studies in a number of
countries have shown the potential for zero-energy housing [7,8]. They are usually grid connected,
and the zero-energy performance is based on the annual net zero input and output from the grid.
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There are also examples of off-grid zero-energy autonomous housing [9], although this would be
more challenging. Total autonomy is not necessary unless the building is off-grid: the combination of
renewable energy supply and energy storage to provide total autonomy will generally be too expensive
and impractical in relation to the size of systems needed. In most situations the grid is available, so it
can be used. In future the grid itself will become increasingly decarbonised with a higher proportion of
large-scale renewable energy generation connected to it, for example, from wind farms and large-scale
solar [10].
An energy-positive building can be defined, as a building where the total energy generated over
the year is significantly greater than the energy needed to operate the building, including heating,
ventilation, lighting and appliances [11]. Energy-positive buildings are generally based on a Passivhaus
approach to reduce demand [12,13], with renewable energy generation a major feature [14]. An early
example is the Frieburg Solar Community [15], which demonstrated that a whole estate could achieve
energy-positive performance, although some individual houses could not due to design variations.
Figure 1 illustrates the energy-positive performance in relation to energy demand and renewable supply.
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Figure 1. Concept for achieving net zero-energy and energy-positive (plus-energy) buildings [16].
A whole-house system approach integrates across passive design, efficient heating and ventilation,
and the use of renewables [17,18]. The use of heat pumps is generally applicable for energy-positive
housing, where a lower-temperature heating system is more appropriate [19]. Research has identified the
importance of the balance between renewable energy and heat pump performance and opportunities
for heat recovery in colder climates [20,21]. Simulation has been used to show the potential of
energy-positive performance for groups of houses using heat pump technology [22].
There is currently a shift in European housing, from gas to electric heating, with the smart
integration of solar PV (photovoltaic), heat pump technology and energy storage [23]. The UK
Committee on Climate Change report, UK housing: Fit for the future [24] has recommended that
from 2025 at the latest, no new homes should be connected to the gas grid. They should instead be
heated through low carbon sources, have ultra-high levels of energy efficiency, alongside appropriate
ventilation and, where possible, be timber-framed. It also recognises that addressing the ‘performance
gap’ in new homes could save between £70 and £260 in energy bills per household per year.
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Energy storage may be used to maximise the self-consumption of renewable energy used in
the building [25,26], including heating domestic hot water [27]. Energy storage may be based on
electricity, for example battery storage, or on thermal energy, for example energy stored in hot water,
or in the construction materials of the building. Energy storage does not directly save energy, but it
does reduce the amount of energy imported from the grid, which may contribute to reducing peak
loads, and therefore ‘destressing’ the grid. From a householder’s point of view, in the UK, importing
electricity from the grid incurs a higher cost compared to any payment received from exporting
renewable energy to the grid. So from a householder’s point of view, the most economical solution is
to be as near energy-autonomous as possible [28].
Zero energy buildings can benefit from a modular approach [29]. This may be a volumetric or
panel-based system. Such offsite manufacturing has the potential to improve quality, reduce any
performance gap, minimise waste and speed up the construction process. A modular construction
approach is encouraged by the UK government to help deal with improving the efficiency of the
construction industry [30].
The transition from a nearly-zero-energy building to an energy-positive one should be marginal
in terms of cost, as the basic requirements of reduced energy demand and renewable energy supply
are common to both. An energy-positive building has a number of potential benefits. It complies with
(and exceeds) the nearly-zero-energy target [3]. It has cost benefits to the householder in relation to net
zero annual energy bills, and the potential to be cost-positive by selling excess energy to the grid. Also,
it helps to destress the grid and reduce peak loads.
Many studies relating to zero energy and energy-positive housing have been based on computer
modelling. However, there is a need to test performance in use by monitoring of energy use and system
performance, in order to identify any performance gap between design and operation [31,32]. A number
of studies have shown differences between simulation and as-built performance energy use [16,33–35],
with a performance gap between 13% and 250%. The gap is often related to technical performance issues,
but the way the building is used also can significantly affect energy performance [36]. It is therefore
important to monitor innovative designs to understand how they perform in practice in comparison
with theoretical predictions. Now that the European Directive is prescribing nearly-zero-energy
buildings, there is a need to gather information on exemplary energy-positive buildings as a future
potential transition [37].
This paper describes how a combination of energy modelling and monitoring has been used to
evaluate the smart operation for a low carbon energy region (SOLCER) house design, identifying
any performance gap, and to help understand how an energy-positive performance can be realised
in practice.
The paper is presented in four parts:
(i) The main design elements of the house are described.
(ii) The energy simulation modelling is described, together with plugins for modelling specific
elements of the design, including the transpired solar collector (TSC) and mechanical ventilation
heat recovery (MVHR) system.
(iii) The energy modelling results are compared to measured data over a continuous period for the
house used for office activities.
(iv) The energy model is then used to simulate the whole-house energy performance for typical
household occupancy patterns.
The detailed stages of the methodology with outcomes are presented in Table 1.
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Table 1. Method stages and main outcomes.
Stage Outcomes
1. Building energy model set up to simulate the house
and its energy systems
Comparison between measurements and simulation
for energy system components.
2. Whole-building comparison of house with
measurements over a year.
The house used as an office/test building.
Compare simulated annual energy performance
with measurements.
3. Model adjusted for performance gap between
annual energy simulation and measurements.
Compare simulated annual energy performance and
internal environmental with measurements.
4. Model set up to simulate typical
household occupancy.
Analysis of energy performance produced.
Analysis of annual energy benefits of transpired solar
collector (TSC) and mechanical ventilation heat
recovery (MVHR) system.
Analysis of varying domestic hot water (DHW) use.
2. SOLCER House Design
The SOLCER house is a three-bedroom detached house of 100 m2 floor area, intended for the
social housing market (Figure 2). Although the house is detached, it would normally form part
of a semi-detached or terraced development. The design of the SOLCER house used a number of
technologies and design approaches that were developed through the Low Carbon Research Institute
(LCRI) Low Carbon Buildings Programme [38]. These have been optimised using a systems approach,
through two stages of integration. Firstly, the electrical and thermal technologies were integrated,
with solar PV and battery storage powering a heat pump, combining with a transpired solar (thermal air)
collector (TSC) and mechanical ventilation heat recovery system (MVHR), to provide space heating
and domestic hot water (DHW). The solar PV and battery storage also provide power for lighting
and electrical appliances. Secondly, the energy systems were integrated into the building design,
with the PV panels as the south-facing roof, and the TSC as the external south-facing, first-floor external
wall finish.
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Figure 2. View of the south-facing elevation of the smart operation for a low carbon energy region
(SOLCER) house and roof integrated solar PV array, with floor plans (600 mm grid).
Energies 2020, 13, 4705 5 of 22
The architectural design and construction of the house was carried out by Cardiff University.
The house was designed based on available technology and using local supply chains. A major design
criterion was affordability, and the estimated cost of replication at the time of construction was £1200/m2
of usable floor area, which was considered comparable to the then-current social housing costs (2015).
2.1. Building Design for Reduced Energy Demand
The energy demand of the house was reduced to a near ‘Passivhaus’ level [39]. However, the design
did not follow the Passivhaus standard rigorously, in order to allow the use of technologies and local
suppliers that may not be compliant with Passivhaus accreditation requirements. The house was
designed to have high levels of thermal insulation and a low air leakage. The house used a structural
insulated panel system (SIPS) method of construction with 172 mm of climate EPS insulation contained
between two layers of oriented strand board (OSB). The windows were double-glazed timber frame,
with an aluminium external finish. The thermal insulation levels for the main design elements are
summarised in Table 2. The south-facing roof comprises of a large (34 m2 area) solar PV panel, which is
fully integrated into the design of the building, with the southerly roof space, naturally lit through the
transparent areas around the PV cells. This approach provides a different aesthetic, and potentially
reduces costs, compared to a solar PV system ‘bolted-on’ to a standard roof. The north-facing roof is
constructed from an SIPS panel with a standing seam metal cladding external finish.
Table 2. Thermal insulation levels for the main design elements with building regulation values
for comparison.
Element W/◦C/m2
SOLCER House Welsh Building Regulations [40]
Wall U-value 0.12 0.21
Ceiling U-value 0.10 0.15
Floor U-value 0.15 0.18
Window U-value 1.12–1.51 * 1.60
* Depending on window dimensions.
The south-elevation first-floor of the house incorporates a transpired solar collector (TSC) with an
area of 14 m2, which is used to collect solar thermal energy, preheating the incoming ventilation air
to the building to supplement space heating. External air enters the TSC through a grid of small (1
mm2) holes in the metal cladding. These systems were previously investigated as part of the LCRI
Low Carbon Buildings Programme [38].
The building is modular in its design, based on a 0.6 m by 0.6 m dimension grid. The whole
building took sixteen weeks to construct, taking place during the mid-winter period. The house is
located at the Cenin ‘energy cluster’ industry park in South Wales, where there is a range of renewable
energy generation systems, including solar PV, wind and anaerobic digestion. The house is used as a
test facility and is currently fully occupied as an office and meeting space.
2.2. The Design of the Energy Systems
Figure 3 presents a schematic of the SOLCER house’s electrical and thermal system. The energy
supply is all electric, providing space and domestic hot water heating and powering electrical
appliances. The 34 m2 solar PV array has a capacity of 4.3 kWp. This is combined with a 6.9 kWh
lithium-ion-phosphate Victron battery, which is located within the roof space. The battery and PV
array are connected via a DC-coupled system, which is connected to an inverter to provide AC power
to the house. The backup grid supply connects into the AC circuit. The PV and battery storage system
provide power to the ring-main, LED lights and the heat pump and mechanical ventilation system.
Electricity is drawn from the grid when there is insufficient power available from the PV and battery
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system. The aim is to maximise the use of the renewable energy within the house, and only export to
the grid when all the house energy needs are fulfilled.
Energies 2020, 13, x FOR PEER REVIEW 6 of 22 
 
battery system. The aim is to maximise the use of the renewable energy within the house, and only 
export to the grid when all the house energy needs are fulfilled. 
The thermal system comprises a transpired solar collector (TSC), mechanical ventilation with 
heat recovery (MVHR) integrated with an exhaust air heat pump and a thermal water store. This 
system provides space heating through the ventilation, with fresh air supplied mechanically to the 
main living spaces and extracted from the kitchen, bathroom and shower room. The building has a 
low heat demand and so can be heated through the ventilation system. For space heating, external 
air enters the TSC and is preheated from incident solar radiation, when available. The air then passes 
through the heat exchanger of the MVHR and then, if necessary, is topped up with heat by the heat 
pump. Exhaust air leaves through the MVHR, exchanging heat with the incoming supply air. It then 
passes to the evaporator of the heat pump, which heats both supply air and the thermal water store. 
The heat pump collects heat from the exhaust air, which is at internal air temperature (minus the 
heat exchanged through the MVHR), thus maintaining a relatively high coefficient of performance 
(COP) over the heating season. The exhaust air therefore can be considered to contribute to the space 
and DHW heating through the operation of the heat pump. When space heating is not required 
during warmer weather, the TSC and heat recovery stages are bypassed, and the MVHR acts solely 
as a mechanical ventilation supply air system. The heat pump is powered either from the solar PV 
coupled to battery system, or from the grid when there is no direct PV solar supply and the battery is 
exhausted. The MVHR, heat pump and thermal store are all contained within the single Genvex 
Combi 185LS EC unit. The thermal system details are presented in Table 3. 
 
Figure 3. SOLCER house schematic of electrical and thermal system. i re 3. s sc tic f l ctric l t r al s ste .
The thermal system comprises a transpired solar collector (TSC), mechanical ventilation with heat
recovery (MVHR) integrated with an exhaust air heat pump and a thermal water store. This system
provides space heating through the ventilation, with fresh air supplied mechanically to the main
living spaces and extracted from the kitchen, bathroom and shower room. The building has a low
heat demand and so can be heated through the ventilation system. For space heating, external air
enters the TSC and is preheated from incident solar radiation, when available. The air then passes
through the heat exchanger of the MVHR and then, if necessary, is topped up with heat by the heat
pump. Exhaust air leaves through the MVHR, exchanging heat with the incoming supply air. It then
passes to the evaporator of the heat pump, which heats both supply air and the thermal water store.
The heat pump collects heat from the exhaust air, which is at internal air temperature (minus the heat
exchanged through the MVHR), thus maintaining a relatively high coefficient of performance (COP)
over the heating season. The exhaust air therefore can be considered to contribute to the space and
DHW heating through the operation of the heat pump. When space heating is not required during
warmer weather, the TSC and heat recovery stages are bypassed, and the MVHR acts solely as a
mechanical ventilation supply air system. The heat pump is powered either from the solar PV coupled
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to battery system, or from the grid when there is no direct PV solar supply and the battery is exhausted.
The MVHR, heat pump and thermal store are all contained within the single Genvex Combi 185LS EC
unit. The thermal system details are presented in Table 3.
Table 3. Specification of thermal system (design values).
TSC Area 14.0 m2
MVHR Flow rate (manufacture’s value) 42 L/s (150 m3/h) *
Heat Pump CapacityCOP (manufacturer’s seasonal value)
585 W (max) (average 425 W)
3.21
Thermal store Volume 185 L
* Different values for flow and return were measured in practice (as described in Section 4.1). COP: coefficient
of performance.
The house has been continuously monitored on a 5 min interval, using the equipment using the
sensors detailed in Table 4. The monitored data have been used to make comparisons with simulations
at component and whole house scale.
Table 4. Specification of monitoring equipment.
Data Collection Equipment Resolution
Mains grid electricity
import and export. Elster A100C.
Single-phase meter with pulsed
output and with reverse energy flow
for import/export.
Submetering of
electricity demand. YTL DDS353 45amp.
Single-phase meter with a single-pulse
output and LCD screen.
Temperatures.
Eltek DD47 transmitters connected
to an Elteck SRV250 receiver
logger and 3G connectivity.
Temperature resolution of 0.1 ◦C
(±0.4 ◦C at −5 to 40 ◦C)
3. Building Energy Modelling: System Component Testing
Energy modelling was used both in the design of the building and in the evaluation of its
performance. During the design stage, the solar PV and battery storage were initially sized using
the buildings as power stations (BAPS) tool, which was developed during the early design stages
to predict the balance between energy demand reduction, renewable energy supply and battery
storage [41]. However, for performance evaluation, a more detailed building energy model was needed
to simulate the whole house performance, including all the elements of the heating and ventilation
system. The analysis of the energy design was carried out using the building energy model, HTB2 [42],
with external plugins to simulate specific components of the energy system. This model is able to
simulate the annual hourly thermal performance of the building, using local weather data, building
construction details and occupancy profiles. HTB2 has been developed at Cardiff University over
a period of nearly 40 years, and has undergone extensive testing and validation, including the IEA
Annex 1 [43], IEA task 12 [44] and the IEA BESTEST [45].
The thermal and energy system components of the SOLCER house have been added to the
model, either through submodels within HTB2 (for the MVHR and TSC), or through separate ‘plugin’
submodels operated at the post-processing stage (for the heat pump, battery, thermal storage),
as illustrated in Figure 4. This has resulted in a ‘bespoke’ version of HTB2, specifically set up for
modelling the SOLCER house. The modelling framework for the thermal and electrical system is
summarised below.
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TSC submodel is providing a realistic simulation. It has been suggested [46] that the relatively warm
external air boundary layer of the TSC provides a useful contribution to the overall energy performance,
in addition to the transfer of heat from the solar-heated metal surface in the TSC cavity. This might
account for the small under-prediction (generally around 1 ◦C) compared with the measured results.
The relative high exposure of the site to wind may also reduce the external boundary heat-gain.
The TSC can deliver in excess of 20 ◦C rise in air temperature to the incoming air (for an incident solar
radiation level of 600 W/m2).
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Figure 5. (a) Schematic of the TSC submodel; (b) Temperature rise between the external air temperature
and the TSC outflow, against solar radiation incident on the TSC panel. Measured data is from October
2015 to March 2016 (grey markers and trend line); predicted data (dotted black trend line).
3.2. Mechanical Ventilation Heat Recovery (MVHR)
The MVHR has been modelled within the HTB2, using two spaces, one a path for the supply air
and the other a pat for the exhaust air. The spaces share a common metal ‘wall’ with a surface rea
equal to the sum of th heat e change plate areas of the MVHR u it. A plate-surface at transfer
coeffici nt of 72 W −2 K−1 was selected as an appropriate value for airflow hrough a narrow cavity [47].
HTB2 then simulates ourly he t exchange b tween the exhaust air and the supply air. The esults
of the MVHR simulation are compared to measured data in Fig re 6. The tempe ature rise through the
MVHR of incoming air is plotted against th difference between the inlet and outlet air temperatures.
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The agreement between measured and predicted results is good with a maximum difference of around
1 ◦C at the extremes of operation.
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Figure 6. Measured (black) and predicted (red) air temperature rise through the MVHR versus
the temperature difference between the inlet air and outlet air before the MVHR (October 2015 to
March 2016).
The performance of the TSC linked to the MVHR is presented in Figure 7, as an hourly distribution
of temperature rise, comparing predicted with measured data. The results imply that the level of fit
between measured and predicted data is such that the model can be reliably used to assess the overall
performance of the house with respect to the combined elements of the TSC and MVHR. The measured
inlet and outlet flow rates were different from the manufacturers values (Table 3). For the year 2015/6,
the average flow rates were 41 L/s for the inlet and 31 L/s for the outlet, implying an over -pressure
mode of operation. The measured rates were used in the simulation for the office situation in Section 4.
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Figure 7. Hourly distribution of temperature rise through the TSC and MVHR (October 2015 to March
2016), comparing predicted (red) with m as r d (black) data.
3.3. Exhaust Air Heat Pump
The heat pump supplies heat as required to the incoming air for space heating, and for heating
the thermal water store. manufactu ers stated COP value of the h at pump is 3.21 ( able 3).
The electricity n eded t operate the heat pump is predicted o an hourly ti e-base for space heating,
calculated by HTB2, and for hourly D , based on occupancy use. The DHW tempe ature
is calculated based on its storage capacity, the use pattern and cylinder losses. When the predicted
temperature of the water in the thermal store falls below 50 ◦C, the heat pump operates to raise the
water temperature to a maximum 52 ◦C.
The Genvex Combi unit has an evaporator coil and two condensing coils. One condensing coil
is used for heating DHW, and the other for space heating. The unit’s controls are set to prioritise
either heat for DHW or for heating the supply air for space heating. It cannot do both simultaneously.
The default setting prioritises DHW. However, the user can change the priority to space heating if
required. Once the DHW tank is up to temperature, the unit will automatically switch to space heating,
if it is required. If there is no demand for heat, the heat pump will switch off, but heat recovery through
the MVHR will continue.
Energies 2020, 13, 4705 10 of 22
3.4. Thermal DHW Store
The thermal DHW store is activated between a temperature of 52 ◦C and 65 ◦C. The heat pump
raises the DHW temperature to 52 ◦C, when it requires heat input. When excess solar PV electricity is
available, after the demand from the heat pump, small-power-demand battery storage is met; it will be
used to heat the DHW. It will raise the DHW temperature up to a maximum of 65 ◦C. The temperature
required to eliminate Legionella bacteria is 60 ◦C, and if it is not met by PV electricity once a week,
an electric immersion heater will operate. The DHW storage tank heat loss is calculated considering its
thermal insulation.
3.5. Solar PV and Battery Storage, Inverter and Grid Electricity Supply
The solar PV array is simulated within the HTB2 from the predicted hourly solar radiation incident
on the PV surface. A module efficiency of 15% was applied to the simulated incident solar radiation.
The cell efficiency in standard test conditions (STC) is 19.6%, but this is reduced due to the spaces
between cells in the module panel and the panel frame. The battery is allowed to discharge down to 20%
of its capacity; discharging below this is detrimental to the lifetime of the battery. Figure 8 compares
the measured and predicted PV energy generation for the second year of monitoring. The average
measured value of 15.6% compares well with the manufacturers value of 15%.
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4. odel Testing
The previous section described the odelling set up for ‘the TB2 and its plugins, and sho ed
that hen simulated data was compared to measured data on a component basis, there was generally
a good correlation. In this section the whole-building performance simulation results are compared to
the measured results for the SOLCER house when used as an office, which is the real-life situation.
SOLCER was used as a test house and so did not have a normal residential occupancy. The hours of
occupation were office hours from Monday to Friday. The results from the simulation are compared
with the measured data. However, as described below, the initial heating season (October to March)
energy simulation results were different from the measured data. On investigation this ‘performance
gap’ was attributed to a range of factors, which are discussed below.
4.1. Performance Gap
The measured total heating energy was 4732 kWh for the heating season 2015/16 (Table 5).
This value compares to the initial simulation result of 1749 kWh. There was therefore a significant
difference of nearly 3000 kWh between the measured data and the simulation results, which would
increase the annual heating costs by an estimated £140. Of course as the energy demand of a building
is reduced, the performance gap will become of greater significance and a percentage of annual energy
use. A number of reasons were identified to account for this performance gap. A main contribution to
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the performance gap could be the air leakage to the loft through the loft hatch, which was initially
identified through a thermographic survey as leaky (Figure 9a), during a ‘blower door’ pressure test,
which measured the air leakage 2.91 m3/h/m2 at 50 Pa. When this was accounted for, the predicted
heating energy consumption rose from 1749 kWh to 3172 kWh. There were also a number of secondary
causes identified. The insulation between the main space and the roof space had been disturbed during
construction, which was identified through a thermographic survey (Figure 9b). Measurements of the
air supply and extract to and from the spaces were different to the manufacturer’s data (the measured
supply was 41 L/s and extract 31 L/s, compared to a balanced supply extract of 42 L/s). When all factors
were considered, the adjusted simulation heating demand rose to 3991 kWh which is 16% lower than the
measured demand. However it should be recognised that the building will not always be operated the
same throughout the period, which would also contribute to the performance gap. Also, the computer
model itself, although having the checks carried out in Section 3, will have inherent inaccuracies due to
assumptions made. However, this performance gap analysis illustrates the need for in-construction
checks, so that deficiencies can be immediately corrected during the construction process.
Table 5. A summary of the heating performance adjustment for the simulation accounting for the
performance gap (kWh).
Heating October
2015–March 2016
Measured Annual
Heating Energy
Initial Simulated
Annual Heating Energy
Loft Air-Leakage
Adjustment
Secondary Causes
Adjustment
Simulated Annual
Heating Energy
after Adjustments
4732 1749 +1422 +820 3991
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4.2. Annual Simulation
With the above adjustments made to the simulation, accounting for the performance gap,
the simulations and measurement comparisons for the house as used for office activities were carried
out for the heating season October 2015 to March 2016.
The HTB2 was run for the typical heating period. Measured data and simulation results are
compared for an example week in December 2015, which is presented in Figure 10. There are two pairs
of graphs, the upper plotting the air temperatures through the heating and ventilation system and the
lower plotting the space and external air temperatures and the horizontal solar radiation. These plots
are included to illustrate the detailed level of the simulation and the relatively good agreement of
predictions with measured data. For example, the results show the effect of solar heat raising the
air temperature through the TSC, the heat gain of the supply air through the MVHR and the close
comparison of the roof space modelled and measured data, the latter accounting for the increased heat
loss to the roof space due to loft hatch air leakage and disturbed ceiling insulation.
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Figure 10. Comparison of measurements and predictions for the period 20–26 December 2015
(a) measured and (b) predicted. The diagram below the plots identifies the main measurement locations
in the top graph.
Table 6 presents the energy performance of the various components over the heating season and
for the example December week. The results for the predicted heating energy performance is 3991 kWh
for the 2015/16 heating season, a d 172.5 kWh for the exampl week. This compares to measured
values of 4732 kWh and 189.1 kWh for the heating season and example week respectively. As one
might expect the comparison is closer for the example week, where operating conditions and control
settings are relatively stable, than for the heating season, where occupancy and control settings may be
more variable. The table presents the heating season heat gains and losses throughout the air system,
for the TSC, the loft exposed insulated ductwork that connects the TSC to the MVHR, the MVHR and
the heat supplied through the heat pump. It also presents the direct electric heater load, which comes
into use if the heat pump cannot meet the load by itself. This is not included in the simulation as the
heat pump alone is assumed to provide the ‘top-up’ load.
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Table 6. A summary of predictions against measured data for the heating period and the selected example week (kWh).
Period Measurement orPrediction
Heat Gains
by TSC
Heat Loss
by TSC
Heat Gain by
Loft Inlet Duct
Heat Loss by
Loft Inlet Duct
Heat Gain
by MVHR
Heat Loss
by MVHR
Heat Delivered
by HP
Heat Delivered
by Electric Heater
Total Heat
Delivered
October
2015–March 2016
(in kWh/season)
Measurement 446 −13 342 −37 1399 −41 3911 821 4732
Prediction 504 −20 275 −70 1491 −80 3991 0 3991
7 day period
December 2015
(in kWh/week)
Measurement 6.5 −0.4 10.3 −0.1 50.9 0.0 197.4 −8.3 189.1
Prediction 6.7 −0.6 7.9 −0.9 56.2 −0.1 172.5 0 172.5
Energies 2020, 13, 4705 14 of 22
5. Modelling Results for Domestic Use
In this section the simulation model (HTB2 plus plugins) is used to explore the SOLCER house
performance under typical simulated domestic occupancy conditions, assuming the building performs
as designed in relation to air leakage and mechanical ventilation inlet and extract flow rates (as specified
in Table 3) and the performance gap has been rectified.
5.1. Heating and Electrical Loads
The heating and electrical loads are based on a typical domestic occupancy pattern. An occupancy
profile of energy use was set up for a typical weekday and weekend. The electricity demand was
estimated from hourly use profiles for appliances and lighting appropriate for an adult couple with two
children, plus the electricity used for the heat pump and TSC/MVHR fan system (Table 7). The electricity
usage profile is based on a published survey [48], applied for an adult couple with two children
occupying the house. Hourly hot water use profiles for the household were based on existing data [49].
For the purpose of this exercise, it was assumed that one of the adults works full time, while the other
stays at home to take care of a younger child, while an older child attends school every weekday.
From this data typical daily profiles were created and are presented in Figure 11.
Table 7. Electricity and domestic hot water (DHW) system capacities and demands.
Demand Capacity (W) Daily Use (kWh/day)–Weekday/Weekend
Lighting - 1.0/1.3
Small power - 4.1/5.3
Heat pump 585 0–8.9
Fans 71 0.9
DHW - 6.3/6.9 (weekly average of 150 L/day)(not including storage and distribution losses)
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Figure 11. eekday and eekend energy and ater use profiles constructed fro easured daily
totals [48,49].
lli r rese te in the fol o ing sections for:
(i) Typical daily te perature and energy profiles (Section 5.2).
(ii) Annual Energy performance (Section 5.3).
(iii) Analysis of the performance of the TSC and MVHR contribution to the energy performance
(Section 5.4).
(iv) Analysis of variations in energy demand of electrical appliances and DHW usage (Section 5.5).
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5.2. Daily Temperature and Energy Profiles
Figure 12a presents simulated temperature data during a winter ‘sunny’ week, for the air as it
travels through the ventilation system, for a relatively sunny winter week. The TSC adds a significant
amount of heat during the sunny period, which boosts the air temperature up to 20 ◦C. For an overcast
condition, the MVHR still can boost the air temperature by up to a 17 ◦C temperature rise. The air is
supplied to the space at around 40 ◦C. Figure 12a also presents the DHW temperature in the cylinder
When there is a DHW heating demand the heat pump switches from space heating to DHW heating,
which can be observed through the drop in supply air temperature. An analysis of the simulated
solar PV generation and grid energy supply is presented in Figure 12b, alongside the battery storage,
and the various thermal and electrical demands. As the PV power generated during a sunny day is
able to meet the majority of energy uses, power from grid is only imported during some nighttime or
early morning periods.Energies 2020, 13, x FOR PEER REVIEW 15 of 22 
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Figure 13a presents the simulated indoor air temperature data for a summer ‘sunny’ week,
showing it peaking at between 23 ◦C and 26 ◦C, which indicates that overheating is not a major issue
(this was supported by on-site measurements). The TSC can be bypassed in summer, and the MVHR
changes to the summer mode, just supplying fresh air to the main living spaces with no heat recovery.
Figure 13b provides a detailed analysis of the simulated solar PV and grid energy supply, alongside
the battery storage, and the various thermal and electrical demands. During this period, the PV power
is able to supply all the building energy needs, and so no power is imported from grid. Also, the PV
system exports some 50% of electricity to the grid.
5.3. Annual Energy Performance
Table 8 presents a summary of the predicted monthly and annual energy demand, energy supply
and carbon dioxide emissions for the domestic scenario. The space-heating load is relatively low
(1464 kWh), compared with the initial simulated results for the office scenario in Table 5 (1749 kWh),
however, the occupancies are different. Table 8 shows that the annual DHW heating load is considerably
higher than the space heating load, given that the space-heating load occurs only over the heating
season. The total heating demand from space-heating and DHW is 4098 kWh (that is 1464 + 2634).
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The energy supply to meet that demand is 1016 kWh from the heat pump plus 782 kWh from the
electric immersion heater. There is an additional 54 kWh used for the direct electric top-up heater
located in the air supply after the heat pump, which is operated at times when the heat pump cannot
provide to total heating demand. The total energy supply for space-heating and DHW is 1852 kWh.
The electricity used for domestic appliances and lighting is 2399 kWh. Based on the break down above,
the total annual electricity used by the house is 4191 kWh. Of the 4701 kWh energy generated by the
solar PV system, only 1401 kWh is used directly in the building as it occurs, with the battery storage
extending this use by a further 966 kW. The losses of 165 kWh are mainly attributed to battery charging
and discharging efficiency losses. There is a negative net CO2 emission of −179 kg per year associated
with the house. The total annual electricity imported from the grid is 1112 kWh compared to the
exported value of 1458 kWh, indicating the energy-positive performance of the house by 346 kWh,
so the export to import ratio is 1.31. The annual energy performance is summarised in Figure 14.
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January 376 223 179 12 13 197 401 142 89 49 262 0 3 136 0 136
February 279 202 132 22 36 179 369 223 104 80 166 7 14 86 −3 83
March 199 224 114 6 52 199 371 340 127 94 105 57 17 55 −30 25
April 33 217 53 0 80 193 326 499 129 97 22 176 19 11 −91 −80
May 0 223 34 0 115 197 346 647 141 90 7 291 16 4 −151 −148
June 0 217 34 0 109 193 336 594 147 79 3 247 14 1 −128 −127
July 0 224 31 0 125 199 355 672 153 76 1 305 13 0 −158 −158
August 0 223 33 0 117 197 347 592 138 93 1 230 16 1 −119 −119
September 0 217 43 0 80 194 317 442 111 112 18 125 17 9 −65 −56
October 8 223 61 0 36 197 295 270 91 104 65 20 20 34 −10 23
November 210 216 130 1 9 191 330 159 87 59 181 1 9 94 0 93
December 359 224 174 14 11 200 399 122 83 33 283 0 6 147 0 147
Annual 1464 2634 1016 54 782 2339 4191 4701 1401 966 1112 1458 165 577 −757 −179
* The operating carbon emissions are calculated using an emission factor of 0.519 kg CO2/kWh for electricity [50].
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Figure 15 presents monthly values of energy for the PV and battery supply, grid supply and PV 
export to the grid. It shows that the energy imported from the grid peaks during the winter period, 
and the PV energy exported to the grid peaks in summer. The surplus power exported to the grid 
exceeds the power imported from the grid. 
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Figure 15 presents onthly values of energy for the PV and battery supply, grid supply and PV
export to the grid. It shows that the energy i ported fro the grid peaks during the winter period,
and the PV energy exported to the grid peaks in su er. The surplus power exported to the grid
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5.4. Analysis of the TSC and MVHR Energy Performance
Further investigation has been carried out to examine the benefits gained from adding the TSC
and MVHR to the thermal system [51]. Cases without the TSC, and the TSC with and without the
MVHR were simulated (Table 9). The TSC alone contributes some 15.2% to the heating. The MVHR on
its own contributes some 72.8% to the heating. The combination of the TSC and MVHR contributes
some 74.5% to the heating. It is also illustrated that the performances of the TSC and MVHR conflict to
a certain extent. The results question the cost-effectiveness of the TSC in this configuration. It would
be beneficial if the TSC heat could be used to contribute to DHW heating during the summer period.
Table 9. Performance predictions of cases with and without TSC and/or MVHR.
Cases Heating byTSC (kwh)
Heating by
MVHR (kwh)
Space Heating
Demand (kwh)
The Contribution of
TSC and MVHR to
Space Heating (kWh)
With both TSC and MVH 682 3605 1464 74.5%
Without TSC n/a 4106 1534 72.8%
Without MVHR 682 n/a 3814 15.2%
Without both TSC and MV n/a n/a 4267 0%
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5.5. Analysis of Energy Demand of Electrical Appliances and Dhw Usage
The house has been simulated for a range of scenarios for electrical appliance and DHW usage,
considering the available energy-efficient and water-efficient products on the current market. The results
are summarised in Table 10. The ‘base case’ is the one used in the above simulation (includes the
base case ‘energy-efficient’ scenario). It can be seen that less energy-efficient scenarios, in terms of
appliance load (cases I and II), can have a major effect on the energy-positive performance. Higher
DHW-use-efficiency (cases III and IV) can also influence energy-positive performance, with the DHW
load being significantly dominant in relation to space heating. For this reason, in order to achieve
energy-positive performance it is necessary to use both the appliances and the DHW more efficiently.
Table 10. Performance prediction of different scenarios.
Case
Scenario
Self-Sufficiency
Surplus Power
Export/Power
ImportElectrical Appliances Demand Domestic Hot Water Demand
Base case
2339 kWh/y
Current energy-efficient scenario
based on the most energy-efficient
products available in the market.
150 L/day
Published survey sample [49] 73.5% 1.31
I
3245 kWh/y
Published survey sample for
household with children [48]
150 L/day
Published survey sample [49] 71.5% 0.70
II
2662 kWh/y
Improved energy-efficient
scenario compared with case I [48]
150 L/day
Published survey sample [49] 74.1% 1.01
III 2662 kWh/yAs above
129 L/day
Published survey sample [49] +
available water-efficient products
in the market
74.4% 1.12
IV
2339 kWh/y
Current energy-efficient scenario
based on the most energy-efficient
products available in the market.
129 L/day
Published survey sample [49] +
available water-efficient products
in the market
73.9% 1.43
Note: For case IV and the current base case, the energy-efficient and water-efficient scenarios are developed referring
to case I, II and III, the available efficient products in the market and measured data are under the simulated
condition of an adult couple with two children occupying the house.
6. Conclusions
A systems approach, integrating reduced energy demand, renewable energy supply and energy
storage has been shown to have the potential to deliver an energy-positive house performance
(Figure 16). The integration of thermal and electrical technologies with architectural design features
can potentially reduce costs and provide an improved aesthetic, in comparison to a more traditional
‘bolt-on’ technology approach which generally incurs a higher overall cost. The affordable construction
costs make the house applicable for the housing market, especially for social housing, where low
energy costs have greatest impact on householders.
The research has illustrated how a combination of energy modelling and detailed monitoring has
led to a better understanding of how an energy-positive house performs and the relative contribution
of its individual components combined within a whole systems approach. The analysis identified
a performance gap, which was mainly attributed to infiltration between the heated space and roof
space, disturbed thermal insulation in the ceiling and mechanical ventilation inlet and extract flows
varying from their design specification. The performance gap identified would detract from the
overall energy-positive performance, and potentially increase the annual heating costs by an estimated
£140. This emphasises the need to ensure that a building is constructed to a good standard and that
checks are made to identify any potential problems. This is especially the case with energy-positive
performance where the energy demand is low and any performance gap can have a relatively higher
Energies 2020, 13, 4705 19 of 22
impact on overall performance and the ability of systems to cope, in relation to their capacity to heat.
A thermographic survey can identify major causes of poor thermal design and workmanship.
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Figure 16. A systems approach to energy-positive design.
study has indicated that, without a performance gap and with an efficient pattern of ccupant
use, the total el c ricity m was predicted to b 4191 kWh/year (around 42 kWh/m2/year) with
an ann al grid mport of 1112 kWh compared to the exported va ue of 1458 kWh. The building
pr dict to import bout 26% of ts energy needs from he grid, but over the y ar its en rgy ex ort
to imp rt ratio is 1.3:1. The annual space heati g demand is 1464 kWh (14.64 kWh/m2), which is
less than the 15 kWh/m2 Pass vhaus targ t. The results indicate that the space h ating and DHW
heating accounts for some 44% (1852 kWh/year) of the t tal electricity demand, with the remaining 66%
(2339 kWh/year) used for other electrical demand (i. ., lights and appliances). The DHW heat deman
is higher than that for space heating. The energy-positive performance can be further improved using
water-efficient equipment, producing an annual energy export to import ratio rise to 1.4:1.
The performance of the MVHR and TSC contributes an equivalent of some 75% to the space heating,
while the MVHR on its own contributes some 72% to space heating. The TSC is therefore of marginal
benefit. However, it is potentially a relatively low-cost item and also provides the external element to
the construction. A future modification to the house would be to use the TSC for all-year-round DHW
heating, and possibly as a source for inter-seasonal chemical heat storage.
The results show the potential for energy-positive performance with existing technology and for
an affordable cost, provided the performance gaps can be addressed. The SOLCER house has provided
a detailed understanding of energy-positive performance, which is being followed up by the Welsh
Government’s Innovative Housing Programme on a number of new social housing schemes [52].
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